
Product data sheet
Characteristics

FFS00702512
Conventional loop controller, CLC

Main
Range of product Esmi fire detection panels
Product or component type Loop controller

Complementary
Current consumption >= 20 mA

5.6 mA for per line 4k7 EOL
8.1 mA for per line 2k94 EOL
15.6 mA for per line normally closed input

Connector type Bus board
Number of loops 16 conventional
Height 135 mm
Width 160 mm
Depth 33 mm
Net weight 215 g

Packing Units
Package 1 Weight 0.200 kg
Package 1 Height 0.600 dm
Package 1 width 1.600 dm
Package 1 Length 2.200 dm

Offer Sustainability
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information

Contractual warranty
Warranty 24 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=455829456&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=455829456&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=455829456&lang=en-us

